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550 kV Vertical Disconnect Switch

The 550 kV VTX vertical-break switch is an aluminum, outdoor, air-break,
disconnect switch. Three phase group operated or independently group operated.
Each feature of the VTX was designed with customer needs at the forefront.

The switch is supplied with a complete operating mechanism, outboard bearing,
interphase pipe, position indicator, and all connecting fittings. Motor operators
and seismic rated structures are available.

Key Features

¢ Silver plated reverse-loop contacts
o Silver to silver current transfer

+ Stainless steel ball bearings

¢ High Seismic qualified per IEEE 693-2018*

Ratings

Maximum Voltage Rating 550 kV
BIL 1800 kV
Frequency 60 Hz
Continuous Current 4000 A
Short Time Withstand (3 sec) 80 kA
Peak Withstand 195 kA

* Pending high seismic qualification.
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Dimensions and Details

1711/8”
Terminal Pad

Detail A
Scale 1:8

Detail C
Scale 1:8

R227 29/32”

1731/4”
Mounting to
hinge

|5

21" | 2131/2"
1178 Detail B
T i Scale 1:8 11/8" )| |
Pl ECE IS
—
23/8" = i 23/8
_§§§ 5% 8%
- -9
- \/ \/ Q-
78 TYP. | -9 &-& | 7/8TYP
¢/ D : § 8: 3 Q/
e &-
. 88 7 T
23/8 / 14 2 9/16” holes ™ 23/8"
11/8" > Detail D 11/8” -
R Scale 1:8 R
13/4 13/4
13/4” %‘ 13/4°
SRV 4 Vi 4 @ 9/16” holes v -
| oY o4 NS.&FS. °Z§,_é_
T [o]
b W T1- 11 A
21/8" 0 /\ 46 9/16" holes O 21/8"
5/8" NS.&FS. 5/8"

1711/8”
Terminal Pad

pgc.com/royal


https://pgc.com/royal/

